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A-19

ES30-T Sub-Miniature Toggle Switches (washable) CompliantCompliant

T4 6.60

FEATURE
1. Metal Bushing 
2. Sealed construction available
3. DPDT / 2.54 mm pitch

SPECIFICATIONS

MATERIALS

How do you modify the switches you need!!

E T 4 T 2 C K A 5 S T 4 3

ActuatorSwitches Function

Vertical right angle type is on pending. For further information, please inquire our office.

CONTACT RATING: max  0.4 VA max @ 48 V AC or DC

ELECTRICAL LIFE:50,000 make-and-break cycles at full load

DIELECTRIC STRENGTH: 500 V RMS @ sea level.
OPERATING TEMPERATURE: -30°C to +85°C

Actuator - Copper alloy , chrome plated,internal o-ring seal are available
Bushing and Housing - Stainless Steel

TERMINAL SEAL - Epoxy

washable Non-washable

Termination Vertical support Bracket

ET-4
ET-4A
ET-4I
ET-5
ET-5A
ET-5I

ETN-4
ETN-4A
ETN-4I
ETN-5
ETN-5A
ETN-5I

SP  on-none-on
SP on-off-on
SP on-off-(on)
DP on-none-on
DP on-off-on
DP on-off-(on)

T2
U

6.10
flat 10.00

C    P.C
C1  P.C
H
V    vertical

(none)
A5S Vertical bracket

Toggle cap

color
1
2
3

white
black
red

RoHS code
= RoHS CompliantH

Contact Material
K
R  gold plated

The dimensions in the catalogue and website are for reference only, not suitable for formal acknowledge.
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ES30-T Sub-Miniature Toggle Switches (washable)

A-20

D F R E ED F R E E

CompliantCompliant

Actuator Option P.C Terminal Option Toggle cap option

HORIZON RIGHT ANGLE

PC (STRAIGHT TYPE)

C

H

Material
Vinyl

T4C1CT2 U

VERTICAL BRACKET

A5S

Model
No.

Switching position

Term. Comm.

ET-5I

ET-5 ON

ON

ON

(ON)

ET-5A ON ON

none

OFF

OFF

open

1
2

3
Comm

4
5
6

Comm
DPDT

2-3,5-6 2-1,5-4
2.54

part number making side

0.3

(3)

(2)

(1)

(6)

(5)

(4)

2
.5

4
2
.5

4

0
.6

3.3846.1

2
6
°

9
.5

ø2.5

5
ø4

.043 dia
 1.09ø

.100
2.54 .100

2.54

PC MOUNTINGET-5- T2CK

Model
No.

Switching position

Term. Comm.

ET-4I

ET-4 ON

ON

ON

(ON)

none

OFF

ET-4A ON ONOFF

2-3 2-1open

1
2

3
Comm

SPDT PC MOUNTINGET-4-T2HK

part number making side9.5

2
.5

ø

54
ø

1.8 0.7

3
.1 5

.6
3
.3

2.54 2.54

0.7

846 0.7

0.3

0.4

(1) (2) (3)

.100
2.54

.200
5.08

8.00

Model
No.

Switching position

Term. Comm.

ET-4I

ET-4 ON

ON

ON

(ON)

none

OFF

ET-4A ON ONOFF

2-3 2-1open

1
2

3
Comm

SPDT PC MOUNTINGET-4-T2CK-A5S

The bottom view of switch 

Model
No.

Switching position

Term. Comm.

ET-5I

ET-5 ON

ON

ON

(ON)

ET-5A ON ON

none

OFF

OFF

open2-3,5-6 2-1,5-4

1
2

3
Comm

4
5
6

Comm
DPDT PC MOUNTINGET-5-T2HK

part number making side9.5

2
.5

ø

5

4
ø

1.8 0.7

3
.1 5

.6
3
.3

2.54

0.6

2.54846 2.9

2.54
0.3
0.3

0.4

(4) (5) (6)

(1) (2) (3)

.100
2.54

.200
5.08

8.00

.100
2.54

1
2

3
Comm

SPDT

Model
No.

Switching position

Term. Comm.

ET-4I

ET-4 ON

ON

ON

(ON)

none

OFF

ET-4A ON ONOFF

2-3 2-1open

part number making side

0.3

(3)

(2)

(1)

2
.5

4
2
.5

4

0
.6

3.3846.1

2
6
°

9
.5

ø2.5

5

ø4

.100
2.54

.043 dia
1.09ø

PC MOUNTINGET-4-T2CK

.260
6.60

code         color

  1            white

  2            black

  3            red

.157
ø4.00

.100 DIA
ø2.54

.077
1.95

.394
10.00

.240
6.10

.043
ø1.09

.100
2.54

.226
5.75

.146
3.70

.331
8.40

.012
0.30

.400
10.16

.100
2.54

1

2

3

.1
0
0

2
.5

4

.0
2
3

0
.6

0

.126
3.20

.4
0
6

1
0
.3

0

.185
ø4.70

.197
5.00

2
6
°

The dimensions in the catalogue and website are for reference only, not suitable for formal acknowledge.


