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PT-10, PT-15 Carbon Potentiometer       
Electrical & Mechanical Characteristics 

 
PARAMETERS 

□ PT-10 □ PT-15 □ PTE-10 □ PTE-15 

Range of resistance values 
100Ω~5MΩ 

Tolerances 
100Ω-1MΩ±20% ＞1MΩ-5MΩ±30% 

Resistance law (Taper) Lin , Log , Antilog 
 

Residual resistance 
Linear≦5 ×10 -3  Rn        Log. Lnic. ≦1×10 -3 

 Linear  σ2Ω              Log. Fin.  ≦2×10 -2 

Contact resistance variation 
≦3%Rn 

Contact resistance 
≦5%Rn 

Maximum power(at40℃) 
Lin.  0.15W 
No Lin 0.10W 

0.25W 
0.13W 

Lin.  0.50W 
No Lin 0.25W 

0.70W 
0.35W 

Maximum voltage Lin.  200V 
No Lin 150V 

250V 
200V 

200V 
150V 

250V 
200V 

Operating temperature 
-25℃~+70℃ -55℃~+125℃ 

Temperature coetticrent 
100Ω~100KΩ±300ppm/℃ ±100 ppm/℃ 

Wiper torque 0.4~2Ncm 0.5~2.5Ncm 0.4~2Ncm 0.5~2.5Ncm 
Angie of rotation 

(mechanical) 
240° 265° 240° 265° 

Long Lifes 
cycles □Standard 100  □Standard 500  □Long life 10,000 
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