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Wire Wound Potentiometer 

 

PW118 

 

  

Dimensions   

 

 

 

 

 

 

 

 

 

 

 

 

Part Number 

PW118 – 10K, L- 49   R  

Resistance value 
 Shaft Length 

 Shaft Type 
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Wire Wound Potentiometer 

Electrical Characteristics  

Total resistance 100~22 KΩ 

Resistance tolerance ±10% 

Independent Linearity ± 0.5% 

Rotation noise ≤3%R or 3Ω 

Terminal resistance  ≤0.2%R or 2Ω 

Withstand voltage 1000 AC 

Effective Electrical travel 270° 

Environmental characteristics  

Rated power 1W:40° , OW:125° 

Temperature Range -55 ℃ ~ +125 ℃ 

Temperature Coefficient ±100ppm/ ℃  maximum/unit 

Temperature Variation △R ≤ ±2% R 

Collision 390m/S
2，  4000cycles △R ≤ ±1% R 

Vibration 10~500HZ. 0.75mm ,6h  △R ≤ ±1% R 電氣間斷 ≤100us 

Climate Category △R ≤ ±3% R , R1 ≥ 100MΩ 

70°電氣耐久性 1W,1000h, △R ≤ ±3% R 

Mechanical Endurance 5,000 cycles △R ≤ ±3% R 

Life 5,000 cycles 

Steady Damp-heat △R ≤ ±3% R   R1 ≥ 100MΩ 

Physical Characteristics 

Total Mechanical Travel 300°±10° 

Starting Torque 36-100m/m 

Stoop Strength ≥500 m/m 

 


