
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  

 
 
 
 

SL-1010G 
 

 
  
Dimensions   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Type of Lever 

 
 
  

 
 
 
 
 

Part Number 

SL1010G - B  50K , L -  20  KC 
             Taper  Resistance Value     Shaft Type 
              
           Shaft Length 
            

Illuminated Series   



 

 

9mm Metal Shaft Rotary Potentiometer  (9mm 金屬軸旋轉電位器) 
 
 
Electrical Characteristics                                             

Total Resistance   
 5KΩ ~ 1500KΩ 

Total Resistance Tolerance 
 

 ± 20% 

Noise    Less than 100mV 

 
Residual Resistance 

 

 R ≥ 250KΩ 0.01% max of Total Resistance  

 250KΩ> R > 10KΩ    20ΩMax.  

 10KΩ≥ R             10ΩMax.  

Max. Operating Voltage (V) 
 

 B Taper 200V  Except B Taper 150V 

Rated Power (W) 
 

 B Taper 0.05W Except B Taper 0.025W 

Gang Error (Dual Units) 
 

 -40dB ~ 0dB ≦ 3dB 

 
Mechanical Characteristics                                            

Operation Force 
 

 1 ~ 10mN. M(10 ~ 100gf.cm) 

Lever Stopper Strength 
 

 (3kgf)(measuring point：5mm)   

Lever Wobble 
 

 2(2xL)/20mm max. 
 (L:lever length both sides)   

Lever Push-Pull Strength 
 

 5N(5kgf) max. 

 
Durability                                                         

Slide Life 
 

 10,000cycles 

                                                       
                                                         

Illuminated Series   


