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Travel Length: 20mm, 30mm, 45mm, 60mm

SL□□V3/w LED Bracket

Dimensions

Light Red Blue Green T= 20 30 45 60 L= 10 15 20

D= 7.5 12.5 17.5 25

E= 5 10 15 22.5

1

CIRCUIT

Part Number

SL□□V3 - B 50K , L – 20 C / PH/Bracket/LED

Taper

Resistance value

Shaft Length

Shaft Type

Shaft material

With or without bracket



Standard Type LED Shaft Slide Potentiometers
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General

Operating temperature - 1 0 ℃ ~ + 7 0 ℃

Manual soldering 260 ℃ Max 3sec

Electrical Characteristics

Total resistance 5KΩ~1MΩ 

Resistance tolerance ±20%(More than 1MΩ±30%) 

Resistance taper A B C W

Sliding noise Less than 100mV

Residual resistance      R≤10KΩ: ≤10Ω；10KΩ＜R＜50KΩ: ≤30Ω；R≥50KΩ: ≤50Ω 

Rated power(W)

Trave
Taper

20 mm 30 mm 45 mm 60mm

B Single 0.1 0.2 0.25 0.2

Except B Single 0.05 0.1 0.125 0.1

Rated voltage(V)

EE ==√√ PP•• RR
EE：：RRaatteedd vvoollttaaggee(( VV ))
PP：：PPoowweerr rraattiinngg（（WW））
RR：：NNoommiinnaall ttoottaall rreessiissttaannccee（（ΩΩ））

WWhheenn tthhee rraatteedd vvoollttaaggee eexxcceeeeddss tthhee mmaaxxiimmuumm ooppeerraattiinngg vvoollttaaggee，，tthhee
mmaaxxiimmuumm ooppeerraattiinngg VVoollttaaggee sshhaallll bbee tthhee rraatteedd vvoollttaaggee..

Max. operating voltage B:AC200V Other taper:AC150V

Insulation resistance More than 100MΩ at DC250V 

Withstand voltage 1 minute at AC300V

MMeecchhaanniiccaall CChhaarraacctteerriissttiiccss

LLeevveerr ttrraavveell □□□□mmmm±± 00..55 mmmm

OOppeerraattiinngg ffoorrccee 2200 ~~ 226600ggff..ccmm

LLeevveerr ssttooppppeerr ssttrreennggtthh 55KKggff..ccmm MMaaxx

SShhaafftt ppuusshh--ppuullll ssttrreennggtthh 55KKggff..ccmm MMaaxx

CC..CC ttoorrqquuee □□5500~~335500ggff..ccmm

RRoottaattiioonnaall lliiffee 1100 ，，00 00 00 CC yy cc ll ee ss


