17mm Metal Shaft Rotary Potentiometer

Part Number
1/N1-B 10K, L-20 KC

|

m SONG HUEI ELECTRIC CO.,LTD

!

Shaft Length

Taper
i
Resistance value Shaft Type
Dimensions
1.2 Lt0.5 @17
75 5o
F 3 [—A— 0 0\ FULL CCV
i
Lo IR
“ﬁ HElIh= Nk =)
N ; S
M7XP0.75 !
15 || 14 &
12.3
CIRCUIT PCB LAYOUT
M 7
1 2 3 i =[S
b
o g i
12.3
Shaft Type
KC Type KC/CL Type F Type RE Type R Type
L L L L
(- i e A l::N r—'F . 15 j
RRE=NEaE= I —— Fﬁf*ﬁUﬁ@ [ .
_ I B | 1 i
iM7x[]‘75 18 1 I \uzxo7s 187 I \wzxo7s I \wrxors P \vzxazs
N=Dmm
shart Typd L [ 10|12 |15 |17 |20 (25|30 (35 (40
A3 6|8 |12 |12 |12 |12 |12
KC o5 (1|1 |2| 2|4 4]4
KC/CI A {15158 |10]13
F Fld4 |4 7] 7121121212 |12
RRE|L|ID 15117 120125130 135 |40

http://www.song-huei.com.tw




m SONG HUEI ELECTRIC CO.,LTD

17mm Metal Shaft Rotary Potentiometer

Part Number
1/N2-B 10K, L-20 KC
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17mm Metal Shaft Rotary Potentiometer

Part Number
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17mm Metal Shaft Rotary Potentiometer
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17mm Metal Shaft Rotary Potentiometer
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17mm Metal Shaft Rotary Potentiometer

m SONG HUEI ELECTRIC CO.,LTD

General

Operating temperature

-10C~+70°C

Manual soldering

300 °C Max 3sec

Electrical Characteristics

Total resistance

100Q2~2MQ

Resistance tolerance

120% (more than 1IMQ £30%)

Resistance taper

A B C W

Sliding noise

Less than 47 mV

Residual resistance

<10 Q Max

Insulation resistance

More than 100 M at DC 500 V

Rated power(W)

Linear (B) taper : 0.1 W
Other taper : 0.05 W

Max. Operating voltage

Linear (B) taper : 200 V
Other taper : 150 V

Withstand voltage

1 Minute at AC 500 V

Mechanical Characteristics

Total rotational angle 260 °£10 °
Rotational torque 30~200 gf.cm
Rotational stopper strength 3 Kgf.cm Max
Shaft push-pull strength 8 Kgf.cm Max
Rotational life 15,000 Cycles
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